LOSS TIME DAY COUNTER American LEL -gible
W/BUILT IN SWITCH LEDgible-com
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2.3” Digit, 6 Digit Width FEATURES/OPERATION

BUILT-IN SWITCH FOR RUNNING UP TO CURRENT
120 VAC POWER CORD PROVIDED

2.3/4.0 INCH DIGIT - 100-200 FOOT VIEW

WALL MOUNT TABS / EYE LET FOR MOUNTING
NO PC INTERFACE REQUIRED

INDOOR BRIGHT RED L.E.D.

Size/Housing Selection Chart (Indoor Red)
DESCRIPTION PART #

LASKAN

4.0” Digit, 4 Digit Width

2.3” 6 Digit Days, NEMA 1, 1 Sided, 15”x7"x3.5” TL-2425-904
4.0” 4 Digit Days, NEMA 1, 1 Sided, 17x77x3.5” TL-2445-907
4.0” 4 Digit Days, NEMA 12, 1 Sided, 33”x10”x5” TL-2445-903

NEMA 12 INDUSTRIAL GRADE

The Trimline “Days Since” Auto Day Counter with
spring return selector switch reset, auto, fast index is
designed to be a versatile solution for most automatic
24 hour counter applications. The counter offers easy
setup to index to desired value.

2.3 inch (100-115’ view) six digit RED numeric display
OR4.0inch (200’ view) four digit RED numeric display.
NEMA1 black extruded aluminum with selector switch
pre-wired/mounted to the side of the cabinet. Unit
should be mounted within reach of switch. Switch
access is required for override or resets. Power is 110
Vacat1amp.

Need something custom?
Switch momentarily moved to left position will reset

counter value . Switch spring return will move the Call us with your speC|f|cat|or_15
switch to auto mode where it will begin and internal for a quote on a custom solution.

timer at zero to begin a new 24 hour count up. Switch
momentarily moved to the right position will allow user
to fast index up to the desired value for start of auto
count.

Counter will increment by one every 24 hours elapsed Phone: 614-851-1100

from the moment the switch is set to auto mode.
American LED-gible Inc.

1776 Lone Eagle Street Columbus, Ohio 43228
Phone: 614-851-1100 Fax: 614-851-1121

www.ledgible.com
www.ledandon.com



LOSS TIME DAY COUNTER

W/REMOTE SWITCH
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2.3” Digit, 6 Digit Width

4.0” Digit, 4 Digit Width

<— Switch pre-wired
o o to remote box with
15 foot cable.

Size/Housing Selection Chart (Indoor Red)

DESCRIPTION PART #

2.3” 6 Digit Days, NEMA 1, 1 Sided, 157x77x3.5” TL-2425-905
4.0” 4 Digit Days, NEMA 1, 1 Sided, 17”x77x3.5” TL-2445-908
Remote switch box, ABS, 15 foot cable Included Included

96”7 X 127 X 3.5”

DESCRIPTION PART #

4.0” 4 Digit Days, NEMA 1, 1 Sided, 96”x12”x3.5” | TL-2445-906
Remote switch box, ABS, 15 foot cable Included Included
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FEATURES/OPERATION

REMOTE WIRED SWITCH BOX FOR HIGH MOUNT
120 VAC POWER CORD PROVIDED

2.3/4.0 INCH DIGIT - 100-200 FOOT VIEW

WALL MOUNT TABS / EYE LET FOR MOUNTING
NO PC INTERFACE REQUIRED

INDOOR BRIGHT RED L.E.D.
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The Trimline “Days Since” Auto Day Counter with
spring return selector switch reset, auto, fast index is
designed to be a versatile solution for most automatic
24 hour counter applications. The counter offers easy
setup to index to desired value.

2.3 inch (100-115’ view) six digit RED numeric display
OR 4.0 inch (200’ view) four digit RED numeric display.
NEMA1 black extruded aluminum with selector switch
pre-wired with 15 foot cable down to a remote abs box.
Switch access is required for override or resets. Power
is 110 Vacat 1 amp.

Switch momentarily moved to left position will reset
counter value . Switch spring return will move the
switch to auto mode where it will begin and internal
timer at zero to begin a new 24 hour count up. Switch
momentarily moved to the right position will allow user
to fast index up to the desired value for start of auto
count. Memory backup unit will retain last value for up
to one week without power. Power loss will require user
to run value up to current. Unit does not know how
much time has elapsed during power loss. ABS switch
box approx.2.6”x2.6”x2.9”

Counter will increment by one every 24 hours elapsed
from the moment the switch is set to auto mode.

Need something custom?

Call us with your specifications
for a quote on a custom solution.

614-851-1100
Phone: 614-851-1100

American LED-gible Inc.
1776 Lone Eagle Street Columbus, Ohio 43228
Phone: 614-851-1100 Fax: 614-851-1121

www.ledgible.com
www.ledandon.com
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